








NICHIA STS-DA1-2394G <Cat.No0.131031>

OUTLINE DIMENSIONS

RoHS NCSUO033x

This product complies with RoHS Directive. No. STS-DA7-0454B

( Unit: mm)



NICHIA STS-DA1-2394G <Cat.No0.131031>

SOLDERING

« Recommended Reflow Soldering Condition(Lead-free Solder)

o Recommended Soldering Pad Pattern

( Unit: mm)






Z

ICHIA STS-DA1-2394G <Cat.N0.131031>

TAPE AND REEL DIMENSIONS

0_2910.1

7_15:0.1

2_510.1

VA










NICHIA STS-DA1-2394G <Cat.No.131031>

DERATING CHARACTERISTICS

NCSU033B



NICHIA STS-DA1-2394G <Cat.No.131031>
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NICHIA STS-DA1-2394G <Cat.No.131031>

FORWARD CURRENT CHARACTERISTICS / TEMPERATURE CHARACTERISTICS

NCSU033B
No. STS-DA7-2591
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NICHIA STS-DA1-2394G <Cat.No.131031>
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NICHIA STS-DA1-2394G <Cat.No.131031>

(3) Handling Precautions
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NICHIA STS-DA1-2394G <Cat.No0.131031>



